Text book Assi gnment :

ASSI GNMENT 4

(conti nued
t hrough 5-17.

“Link-11 System” chapter 4,
“Link-11 Faul t

pages 4-18 through 4-19
I solation,” chapter 5, pages 5-1

4-1.

4-2.

4-3.

4-4.

A total of how nmany data tones
are in the conposite tone
package devel oped by the DTS?

1. 13
2. 14
3. 15
4. 16

The intelligence (data bits) in
a data tone is stored by which
of the follow ng methods?

1. Phase shifting the tone by a
predeterm ned anount with
respect to the follow ng
frame

2. Phase shifting the tone by a
predeterm ned anount with
respect to zero degrees

3. Phase shifting the tone by a
predet erm ned amount with
respect to the preceding
frame

4. Increasing or decreasing the
anplitude of the data tone
with respect to the
precedi ng frame

Durin? receive operations,
exactly how many EDAC bits are
extracted fromthe received
data tones?

1. One
2. Two
3. Five
4. Six

The EDAC bits enable the DTS to
correct a total of how many
received bit errors?

1. One
2. Two
3. Three
4.  Four
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4-5.

4-6.

4-7.

4-8.

4-9.

Wien operating the Link-11 with
a UHF radio set, you should

pl ace the S| DEBAND SELECT
switch in what position only?

1. LSB
2. USB
3. DV
4. AUTO

Wth Link-11 transmitting on
the HF range and the sideband
select switch set to the AUTO
position, which of the
following priorities are used
by the DIS to find the data
word with no errors to send to
the conputer?

1. LSB, USB, DIV
2. LSB, DV, USB
3. DV, LSB, USB
4. DV, USB, LSB

The Link-11 radio set is in the
transmt node when the key line
is clear.

1. True
2. False

Wi ch of the follow ng
conditions would NOT be a valid
reason for changing the unit
functioning as NCSin a Link-11
net to inprove net
communi cat i ons?

1. The current NCS has one PU
address entered w ong

2. The current NCS has poor
receiver sensitivity and is
polling on top of PU
responses

3. Several PUs are in a
propagati on shadow

4. Several PUs are out of range
of the current NCS unit

Changi ng frequencies will

al ways solve Link-11 problens.

1. True
2. Fal se



4-10

4-11.

4-12

4-13

When you keep the radio set 4- 14,
tuned to output maxi num power,
it causes which of the
fol l ow ng probl ens?
1. Increases RFI/EM on
transmtting unit only
2. Increases receive data
errors on receiving units by
saturating the data term na
sets only 4-15.
3. Increases RFI/EM on the
transmtting unit and
I ncreases receive data
errors by DTS saturation
4. Decreases RFI/EM on the
receiving units
When the NCS enters dunmmy PUs
whi ch of the follow ng net
conditions will exist, if any?
4-16
1. Net efficiency increases
2. Net cycle tine decreases
3. Net cycle tine increases
4. None, dummy PUs have no
effect on the net
What following NCS action is
the nost effective net
managenent techni que when a PU
I's having trouble naintaining
Li nk-11 communi cati ons?
1. Continuing normal Link-11 4-17.
operations the trouble PU
2. Drecting the PUto go to
radio silence so that the PU
does not respond to
I nterrogations
3. Drecting all units to
change from a HF frequency
to an UHF frequency
4. Renoving the troubled PU
fromthe polling sequence 4-18.

until the problemis
corrected and the troubled
PUis ready to reenter the
net

When you set up the DIS to run
a single-station POFA, the DTS
nust be confi%ured to operate
in which of the follow ng
nodes?

1. Sinplex

2. Halt duplex

3. Full dupl ex

4. POFA TEST node
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When you run a single-station
POFA with the radio set, which
of the follomﬁng equi pnent s

i s/are NOT checked?

1. Security device 1/0 path
2. Antenna coupl er

3. DIS-to-radio audio lines
4. Radio-to-DTS audio lines

Running a single-station POFA
can assist the technician in
isolating a problemin which of
the follow ng sections of the
DTS?

1. Receive timng

2. Doppler correction

3. DIS to antenna interface
4, Transmt timng

A single-station POFA should
print the interrupts in what
sequence?

1. End of receive, prepare to
transmt, prepare to receive

2. Prepare to receive, prepare
to transmt, end of receive

3. Prepare to transmt, end of

receive, prepare to receive
4. Prepare to transnit, prepare
to receive, end of receive

A single-station POFA error
printout that lists bit errors
that are | ess than 10 percent

of the total words transmtted
is considered a successful

POFA

1. True
2. Fal se

A single broken [ine in the
sw tchboard between the DTS and
t he cryPto devi ce coul d cause

0

whi ch the follow ng

probl ems?

1. One bit always set to a
logic “1”

2. One bit always set to a
logic “0"

3. Al bits randomMy set to a
logic “1”

4. Al bits randomy set to a

logic “1” or a logic “0”



4-19

4-20

4-21

4-22

4-23

4-24.

The nulti-station POFA is run
in which of the follow ng
nodes ?

1. Net test

2. Roll cal

3. Broadcast

4. Short broadcast

When a nmulti-station POFA is
run, what total nunber of data
words are in each block of data
transmtted?

1. 115
2. 230
3. 345
4. 460

When a nmulti-station POFA is
run, all units participating in
the test should be positioned
within how many mles of each
ot her ?

1 25
2. 50
3. 75
4. 100
A multi-station POFA should be

run using which of the
foll owi ng frequencies?

Any HF frequency

Any UHF frequency

The current operationa
frequency only

The current secondary
frequency only

The multi-station PCFA shoul d
be run for what m ni nrum anount

of time?

1. 5 m nutes
2. 7 mnutes
3. 10 mnutes

4. 15 mnutes

At the conpletion of the nulti-
station POFA, the technician
shoul d record which of the
follow ng information on the
error printout?

1. Distance and bearing of all
PUs

2. Frequency used

3. Start and stop time of the
POFA

4. Al of the above

4-25

4-26

4-27

4-28
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A nulti-station POFA shoul d be
consi dered successful when the
link quality factor is which of
the followi ng val ues?

1. Geater than 90 percent

2. Geater than 100 percent

3. Greater than 95 percent but
| ess than 100 percent

4. 1t must equal 100 percent

A nmulti-station POFA is

consi dered successful when the

conputed receive error factor

is less than what percentage?

1. 1
2. 5
3. 10
4. 15

Wi ch of the follow ng buffers
is acceptable to be received
from an unrecogni zed station
(UNREC STA) when a multi-
station POFA is running?

1. One buffer of 200 words
2. One buffer of 230 words
3, Two buffers of 200 words
4, Two buffers of 230 words

The headi ng PARITY STATUS OF
CORRECT WORDS |ists which of
the follow ng error conditions?

1. Words determned to be
correct by the DTS paritg
check and found in error by
the computer parity check

2. Words determned to have an
error and corrected by the
DTS

3. Wrds determned to be
correct by both the DTS and
the conputer parity checks

4 Words determined to be in
error by the DTS parity
check and found correct by
the computer parity check



4-29.

4-30.

4-31.

4-32.

4-33.

4- 34,

The LM5-11 is designed to
perform which of the follow ng
functions?

1. Isolate problens to the
conponent level in the
Link-11 system

2. Provide a history of Link-11
net performance

3. Provide a real-time visua
di splay of the Link-11 net
operations

4. Provide the technician with
a visual display of the
Li nk-11 operation of one
uni t

The LM5-11 is a conplex system
designed to be permanently
install ed.

1. True
2. False

The DPG and CDG equi pnent cases
of the LMS-11 provide isolation
from which of the follow ng
environnental forces?

1. Shock only

2. Vibration only

3. Shock and vibration
4. Power surges

The LM5-11 systemprinter is
part of which of the follow ng
equi pment groups?

1. Accessory

2. Control/display
3. Data processing
4. Support

Wi ch of the follow ng
conponents is NOT part of the
LMS-11 data processing group?

1. Control processing unit

2. Dual 5.25-inch disk drive
uni t

3. Audio interface unit

4. Power control unit

The HP9920U conputer of the
LM5- 11 contai ns what anount of
random access nenory (RAM?

2 MB

1
2.
3.
4.

SEL

4-35

4- 36

4-37

4-38

The data conmuni cati ons
interface of the LM5-11

provi des which of the follow ng
functi ons?

1. Parallel synchronous
interface with the Link-11
data term nal

2. Parallel asynchronous
interface wth the printer

3. Serial synchronous Interface
with the Link-11 data
t erm nal

4. Serial asynchronous
interface with the printer

The audio interface unit of the
LM5-11 connects which of the
followi ng signals?

USB from HF radios only
LSB from HF radi os onl

USB from UHF radios only
USB and LSB from HF radi os
and USB from UHF radi os

To determ ne the phase shift of
the Link-11 audio tones, the
LMS-11 uses which of the
followi ng nethods?

1. Fast Fourier Transform
fornul a

2. Conparison of the raw anal og
signal with the preceding
frame

3. Phase shift signal fromthe
DTS

4, Digital data fromthe crypto
devi ce

The control /display group
consi sts of which of the
following units?

1. Conposite video and col or
output circuit card
assenmblies _

2. Data communi cati ons

interface and HP interface

bus

Col or nmonitor and keyboard

Col or printer and

i nterconnecting cabl es

_;>_oo



4-39

4- 40.

4-41.

4-42.

4- 43,

The col or display nonitor of
the LMS-11 uses conposite video
when it performs which of the
foll ow ng operations?

Normal LMsS-11 operations
Start-up operations only
Testing operations only
Both start-up and testing
operations

B

The functional keys on the

LM5- 11 keyboard are col or-coded
to facilitate operator
selections and entries.

1. True
2. False
During initialization of the

LM5-11, which of the follow ng
operator entries is NOT a
required entry?

1. Date and tine

2. Om-ship PU nunber
3. Net node

4, Data rate

When initializing the LM5-11
the operator enters 127 franes
as the CALL-TIMEQUT value.
What type of Link-11 operation
Is indicated by this entry?

1. NET TEST

2. Nornmal roll call node

3. Satellite link operation
4. NET SYNC

The |ink nonitor node of the
LMS-11 di spl ays what
i nformation?

1. Quantitative information
concerning the operation of
a maxi mum of 21 PUs

2. Detailed characteristics of
the received signal froma
specified PU

3. Real-time link activity

4. A graphic representation of
the power |evels of the
recei ved Link-11 tones from
a single PU
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4-44.

4- 45,

Which of the follow ng function
keys on the LM5-11 keyboard
woul d t he oFerator depress to

select the link nonitor node?

1. LM

2. NET

3. SPECT

4., PU

A PU address of 77 is used by

the LM5-11 to indicate which of

the followng units, if any?

1. PU 77

2. NCS _

3. Task force flagshi

4. None, 77 is illega
address

I N ANSWERI NG QUESTI ONS 4-46 THROUGH
4-75, REFER TO FIGURE 5-7 IN THE TEXT.

4- 46.

4-47

4- 48.

whi ch of the follow ng colors
i ndi cates the preanble on the
l'ink nonitor screen of the
LMS- 117

1. Yellow

2. Red

3. Cyan

4. Green

A small cyan line in the mddle

of the data field indicates the
LMS- 11 has detected which of
the follow ng signals?

1. Start code

2. Stop code

3. Phase-reference frane
4. Noise

Wh

ich of the follomﬁn% di spl ays
is used to indicate the LM5-11
I's listening?
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4- 49

4-50

4-51.

4-52.

The Phase-reference frame is
di spl ayed on the link nonitor
di splay in what manner?

1. As a small green line
between the start code and
t he data

2. As a small red line between
the start code and the data

3. As a small green line
between the preanble and the
start code

4. As a small red |line between
the preanble and the start
code

Data frames are represented on
the link nonitor display by
whi ch of the follow ng colors?

1. Yellow
2. Red

3. Cyan

4, G een

An NCS report can be easily
identified on the link nonitor
disPIay by which of the
followng features?

1. Atw digit address at the
end of a report only

2. No call-up nessage between
the end of the preceding
report and the NCS report
on K

3. Both a two digit address at
the end of the report and
no call up nessage between
the preceding report and the
NCS report

4. A call nessage to the NCS
address

An address shown in red on the
XMT- ADDRS |ine of the status
di splay indicates which of the
follow ng conditions?

1. The addressed unit is being
i nterrogat ed

2. The addressed unit failed to
answer two interrogations

3. The addressed unit has
replied to an interrogation

4, The unit indicated is the
next address in the polling
sequence

4-53

4-54,

4-55

4-56

When the LM5-11 is operating in
the link nmonitor node and a
phase reference frame is

det ected, which of the
follow ng status indicators is
active?

1. CCl
2. PHA
3. PRE
4. EOT

When the LM5-11 is operating in
the link nmonitor node and the
first frame of a picket stop
code is detected, which of the
follow ng status indicators is
active?

CCl

PHA
PRE
EOT

In the status box, the nunber

in the YOATA indicates which of

the follow ng quantities?

1. The total percentage of data
in the |ast nessage received

2. The percentage of data that
is error free in the |ast
nmessage received

3. The total percentage of data
recei ved during t he nost
recent net cycle

4. The percentage of data that
is error free received
during the nmost recent net
cycle

The net cycle tine that is

di splayed in the LMs-11 status
box indicates which of the
following time cycles?

1. Start code to start code of
NCS only

2. Control stop to control stop
of NCS only

3. Control stop to control stop
of an operator selected PU
only

4. Control stop to control stop
fromeither NCS (default) or
an operator selected PU



4-57.

4-58

4-59

4-60

4-61.

The Net Display node of the
LM5-11 is capable of displaying
two separate types of

i nf ormati on.
1. True
2. Fal se

In the summarize node of the
net display, a summary of
uantitative information is
i splayed for a maxi num of how
many PUs?

1. 10
2. 11
3. 20
4. 21

The net display node can only
be displayed when Link-11 is
operating in which of the
foll owi ng nodes?

1. Net test
2. Net sync
3. Roll call
4, Short broadcast

The PU field in the header of
the Net Display screen of the
LMS-11 is used to define which
of the following units, if any,
while in the sunmarize node?

1. NCS

2. Omn station PU nunber

3. The PU whose recurring
transm ssion is used to
define a cycle

4. None, the PUfield is only
used during the Hi story node

To chan?e the Net Display
screen fromthe summari ze node
to the PU history node, the
operator woul d take which of
the follow ng actions?

1. Depress the history node key
on the keyboard

2. Enter a zero into the
SUWRRI ZE field of the Net
Di spl ay header

3. Enter the PU nunber of the
unit to be monitored in the
PU field

4, Both 2 and 3 above
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4-62

4-63

4- 64,

4-65

On the Net Display screen,
whi ch of the follow ng val ues
i ndi cates an unaccept abl e SNR?

1. 5 dB
2. 15 dB
3. 25 dB
4, 34 dB

When the LM5-11 is in the Net
Di splay (summarize) node, which
of the follow ng conditions

wi |l cause the FRAME CNT val ue
of a picket to be displayed in
yellow and followed by a “?"?

1. The average nunber of franes
per transm ssion exceeds
seven

2. The average nunber of franes

er transmssion is six or

ess
3. The average signal to noise
| evel per transm ssion

exceeds 20 dB

4. The average signal to noise
| evel per transmission is
less than 20 dB

The 9%HRU col um of the Net
Di spl ay screen displays which
of the follow ng val ues?

1. The percentage of data
recelved by the listed PU
that is error-free

2. The percentage of nessage
data frames received by the
LMS-11 that contains errors

3. The percentage of nessage
data frames received by the
LMS-11 that are error-free

4. The percentage of control
code frames received

Whi ch of the follow ng power
levels listed in the REL 605
colum of the Net Display
screen indicates normal
operation of the link?

-3 dB
-6 dB
+3 dB
+6 dB



4-66

4-67

4-68

4-69

4-70

Using TADIL A specifications,
what is the maxi mum al |l owabl e
variation of power in the

Li nk- 11 data tones?

1. 1.0 dB
2. 1.5 dB
3. 3.0 dB
4. 4.0 dB

The PU display of the LM5-11
presents a graphic
representation of the relative
power and phase error of the
Link-11 signal received froma
specified unit.

1. True
2. False

What information is displayed
on the relative power bar graph
of the PU display?

1. The power of the 605-Hz tone
only

2. The relative power of the
data tones with respect to
the 605-Hz tone

3. The relative power of each
data tone with respect to
t he average power of all the
data tones

4. The relative power of each
data tone with respect to an
i nternal standard

Wien the rel ative power bar
graph is read, a data tone that
I's +2 dB greater than the
average W ll be displayed in
whi ch of the follow ng col ors?

1. Cyan

2. Geen

3. Yellow

4. Red

The phase error bar graph of
the LMS-11 display what

i nformation about the Link-11
signal ?

1. Relative power

2. Mean deviation of the phase
error only

3. Standard deviation of the
phase error only

4, Both the nean and standard
devi ati ons of the phase
error
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4-71

4-72

4-73

4-74.

4-75

A standard phase deviation of
15 degrees for a data tone wll
be represented on the bar graph
in which of the follow ng

col ors?

1. Cyan

2. Geen

3. Yell ow

4, Red

The LM5-11 will indicate that

the data received is bad if the
standard deviation falls in
whi ch of the follow ng ranges?

1. A positive value |less than
45 degrees

2. A positive value greater
than 45 degrees

3. A negative value less than
45 degrees

4. Both 2 and 3 above

The incidence of bit errors

will increase as the signal-to-

noi se ratio increases.

1. True
2. Fal se

Whi ch of the foll ow ng tones
are graphically displayed by
the LMS-11 Spectrum Di spl ay?

1. 30 tones that are the odd
har noni cs of 55 Hz

2. 30 tones that are the even
har noni cs of 55 Hz

3. The 605 Hz tone and the
noi se tone only

4. The 15 data tones only

Under ideal conditions, at what
| evel should the data tones be
di spl ayed on the bar graph of
the spectrum display?

1. 0 dB
2. +6 dB
3. -6 dB
4.  +4 dB



